
 

 
 

Range Details 

Accessories Additional Information 

CFS Commercial Fan Heaters 

Range Details 

  

 
• Heavy duty corrosion resistant case 
 
• Adjustable wall bracket 
 
• 2 heat settings and cool blow 
 
• Wall controller included 

CFS30 & CFS60 

Model CFS30 CFS60 

Heat Output (kW) 3 6 

Supply voltage 230V 1P&N 230V 1P&N 
400V 3P&N  

Dimension A (mm) 262 360 

Dimension B (mm) 306 386 

Dimension C (mm) 495 565 

Dimension D (mm) 530 630 

Weight (kg) 7.6 13.5 

Element:  
  Metal sheathed (CFS30) 
  Finned metal sheathed (CFS60) 
Fan:  
  Axial (CFS30), Centrifugal (CFS60) 
Airflow: 
  400m3/h (CFS30), 750m3/h (CFS60) 
Air Off Temp: 
  35ºC (CFS30), 45ºC (CFS60) 
Noise: 
  37d(B)a (CFS30), 50d(B)a (CFS60) 
Control Type:  
  Standard 230v switchbox 
Control functions:   
  Off / fan / heat 1 / heat 2 
Colour / Finish:  
  Steel case with plastic mouldings 
  White with black grille and bracket 
Approvals:  
  CE/BEAB/IP24CFS30 IPX4 CFS60 
Safety:  
  Electric reset cut-out (CFS30) (115ºC) 
  Manual reset cut-out (CFS60) (85ºC) 
Warranty:  
  12 months 

 


