
 

 
 

Technical Details 

Accessories Additional Information 

WF Wall Mounted Fan Heaters 

Range Details 

  

 
• 3kW output for rapid warm up 

• Choice of 1, 2 or 3kW output (WFC3 models) 

• Automatic output selection dependant on      
requirement (WFE3T models) 

• Fan only facility for air circulation 

• Electronic  7 day timer (WFE3T models) 

• Frost protection setting 

• Neon indicator 

• Choice of modern or traditional finishes 

WFC3NB, WFC3NS & WFE3TNB, WFE3TNS 

Model WFC3N / WFE3TN 

Loading (kW) 3.0 

No Elements 2 (2kW & 1kW) 

Dimensions  

Height (mm) 350 

Width (mm) 571 

Depth (mm) 120 

Weight (kg) 7.6 

Outputs available (kW) 1.0, 2.0, 3.0 

Controls:  
  Variable thermostat (5ºC—35ºC) 
  Neon Indicator 
  Manual fan/heat selection (WFC3) 
  Auto fan/heat selection (WFE3T) 
  Electronic 7 day timer with manual 
  override facility (WFE3T) 
Fan:  
  Low noise tangential—22litres/sec 
Elements:  
  1kW & 2kW helically wound fully  
  strung open coil element 
Installation:   
  Keyhole mounting slots on rear 
Construction:  
  Pressed steel front panel 
  Decorative wooden end panels 
Safety & Approvals:  
  Auto reset over temperature cut-out 
  CE, BEAB 
Colour & Finish:  
  Anthracite body with wooden ends 
  Silver body with black ends 
Warranty:  
  12 months 

 


