
Manual Fill Gas Water Boiler  
20L Stainless Steel

The Burco manual fill gas boiler is the perfect solution for outdoor 
catering events, from food trailers, to stalls at fêtes and Christmas 
markets. Simply connect the appliance to a propane gas cylinder  
for a supply of boiling hot water whenever and wherever you need it.

•	 Easy use dual function tap - simple to switch between  
	 controllable and constant flow.

•	 Rapid heat up times - water is fully heated and ready to serve  
	 after just 53 minutes.

•	 Energy efficient burner - maximises heating and minimises  
	 gas consumption for lower running costs.

•	 Securable feet - for fixed installation ideal for mobile caterers.

•	 Robustly constructed from stainless steel - for maximum durability.

•	 Piezo ignition - for ease of use and safety.

•	 Automatic flame failure device - for safety and peace of mind.

Customer Service Telephone: +44 (0)344 879 3588                     Email: customerservices@glendimplex.com                     website www.burco.co.uk

Product Description

Product info: 	

Capacity (L) 	 20

Unit external width (mm)	 360

Unit external depth (mm)	 430 including tap

Unit external height (mm)	 410 including lid handle

Packed width (mm) 	 500

Packed depth (mm)	 450

Packed height (mm) 	 455

Product weight (kg)	 5.3

Packed weight (kg)	 6.6

Material / Colour	 304 grade Stainless Steel

Heat up time (mins) 	 53

Tap Height to counter (mm)	 120

Variable thermostat 	 Yes

Carry Handles	 No

Boil dry safety cut-out 	 No

Gas type	 Propane

Gas connection size (mm) 	 8

Fitted cable length (m)	 No

Piezo ignition 	 Yes

Securable feet	 Yes

Burner max heat input (kW) 	 3.15

Gas input pressure Propane 	 37 mbar burner

Technical Information

Dimensions (mm)

BURCO is a brand of Glen Dimplex Heating & Ventilation, Millbrook House, Grange Drive,  Hedge End, Southampton SO30 2DF 

360mm (430mm inc. tap)
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Product Code:	  444444752

Model No.: 	 MFGS20SS

EAN Barcode: 	 5052263047525

Product Type: 	 Manual Fill Boiler 

Warranty Period:	 1 year parts and labour


